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- VERIFICATION REQI.'IREMENTS FOR SOLID WASTE WAP GUIDA.?_

Agteements reached Apnl 2.1997.
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. For Off-Sne Shlpments

- A generator is def‘med as havmz 2z umque EPA ID 7.

=1
Waste received for weatment, storage ar dzsposal will be vertfied accord:

- WAC 173-303-300. The minimum physical verification rate is. 10% of each waste stieam

| apphed per generaror, per shlpmcnr 7

" For On- Site Shlpments

For Venﬁcauon puruoszs only, waste ‘streams generaizd by each of e Hanford ane

~and each of their sub-contractors will be venﬁed 21.5% per year,

For verif’z'cation- purposes only, a wasle sr__rea.rn is deﬁned_ as baving similar physical a

characteristics and waste codes, and the same LDR treatment requirements and wasts

management requirements. This is described in WHC-EP-0846-0, Section 3.3, The
docurnent and WAPs will describe this waste stream criteria 2nd not directly refereng
WSRds. (Referencing the WSRds would tie them tnto the permit and require a parm
modlﬁca.non as thzmges are rnadc) )

Mmmum 'ohysxcal venﬁcanon requuements = 8% of cach waste stream, apphed per
contractor per year. The 5% verificationsarnple must be representative of the entire
stream. Therefore, the following requirements must be met by the receiving TSD Ut
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.- Every complex (i.e., PUREX, B-Plant) or clean-up project (300 FF-1)
verified every calendar year;

2. Venfication must begin with the first shipment received for that popul
. waste stream gnd same sub-cantmctor), and _
3. Venﬁcauon samples must be distributed thronghout the calendar year.

Physical Screening Exceptmns

Shlelded clasmﬁed, and remote handled mixed waste are not requlred to be

L
: screzned; however, the TSD unit must perform a more rigorous docunentat

be

anE (e, same

physically
onreview

and obtain the raw data used to characterize the waste. (<1% of current waste receipts)

Ecology will be notified and have the 0ppcn‘umty to review mfnrrﬂanon on

these wastes

prior to shlpment, For classified wastes it is necessary 1o have an appropriale DOE.

securlty clearance and a need to kndw the uﬁom}amn as deﬁned by the clas
organization or agency .

VWastes which cannot be verified at the T.SD unit or éﬂsqciated.veﬁﬁcaﬁon i
- methods denoted must be verified at the generating unit (e.g., large COII_?«POB

Page 1 of 2

sifying

acility by the
ents,




11/U3/98 13:41 FAX 3730708 - Graphics

S . 4 v
”"” %‘< .

contziners which cannot be Openei are greater than 20 mrenuhr contain greatey than 10
nCi/gram of transutanic radionuclides. or will not fit into the NDE unit.) Physigal -
screening at the customer location consists-of observing the packagmg of the waste. If no
location can be found 10 perform the physmal scresning, 1o screening is reculre:i.
. e ; :
NOTE Ta ansuramc radzonuclides ore def ined as alnha-emzmng radioquclides
“wwith an aromic number >92 and with half-lives greater than 20years. fn- =~
addition. radium sovirces and Uramum 233 are cans:dered tran.summ‘c
radzonuclzdes ' ‘ :

Wastes whith are package'd by the TSD unit authorized independent agent are considered
to have met the physical screening requirements denoted in this guidance (e:g.,RFSH .
~ packaged waste which is transferred o RFSH operated TSD ‘units or PNNL pagkaged
. waste which is wansferred 10 PNNL opcrated TSDupits) _

(V3

C 4 A bulk waste stream may be venﬁed by screening allowable rate of thc Iotal anber of
loads throughout ‘Lh" waste stream, -

NOTE: 4 bu!k wdste siream is deﬁned as lorge volumes of waste ﬁorn a single .
generaring event (e g, sozl remediation ﬁ-om a .smgIg Iocarfnn ) -
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